
Building Elevations

A 201

Orland Park, IL 60467

Belle Tire

9500 W. 159th Street

Orland Park, IL

18-850

628 Parent Avenue
Suite 106
Royal Oak, MI 48067
TEL: 248.330.9395
cenright@enrightarchitects.com

A  P R O F E S S I O N A L  C O R P O R A T I O N

Sheet Number

Project
Number

Issued for

Sheet

Project

Consultant

Seal

Sheet Number

Project
Number

Issued for

Sheet

Project

Consultant

Seal

F

Copyright 2017, Enright ArchitectsC

1 2

E

D

3 4 5

C

B

A

76 8 9

Issued for

163'-0"

23467891011 6 5 4 3 2 13 2

62'-0"
2'-6"

59'-6"

C B A

3'-4" 159'-8"

9

TIREMAN

1 2 113 5 7

C1
A203

F1
A203

SCALE:

East Elevation
1/8" = 1'-0"

F1
A201

SCALE:

North Elevation
1/8" = 1'-0"

D5
A201SCALE:

 South Elevation
1/8" = 1'-0"

D1
A201

F1
A202

28
'-0

"

SCALE:

West Elevation
1/8" = 1'-0"

B1
A201

C1
A202

DIMENSION
SHEET S102C

DIMENSION
SHEET S102B

DIMENSION
SHEET S102A
(FOUNDATION)

DIMENSION
SHEET S102C

DIMENSION
SHEET S102B

DIMENSION
SHEET S102A
(FOUNDATION)

DIMENSION
SHEET S102C

DIMENSION
SHEET S102B

DIMENSION
SHEET S102A
(FOUNDATION)

DIMENSION
SHEET S102C

DIMENSION
SHEET S102B

DIMENSION
SHEET S102A
(FOUNDATION)

22
'-8

"

9 5 0 0
W.   1 5 9 T H    S T R E E T

FREE
AIR

CB

9 5 0 0
W.   1 5 9 T H    S T R E E T

2nd Municipal Submission:        May 15, 2020

NOTE:

ALL WEATHER COVERING MATERIALS AND THICKNESSES SHALL
COMPLY WITH LAND DEVELOPMENT CODE SECTION 6-308 AND
VILLAGE CODE 5-1-13.
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